JT SERIES 2" - 12"

MODEL JT102 JT303 JT104 JT105 JT106 JT108 JT110 JT112
(SIZE) (2") (3" (4") (3") (6") (8") (10™) (12")
MACH20 MACH303 DHD340 DHD330 DHD360 DHD380 SD10 DHD112
SD4 SD5 NUMAG0 NUMAS0 NUMAL00 SD12
SHANK TYPE MACH 44 MACHS0 SD6 SDS NUMA120
MACH60 MACHS0 NUMA125
XL6
HOLE DIA. (2-3/4"-3") (3-3/8"-45" | (4-1/8'~5-1/8" (5"~ 6" (5-7/8"~8-1/2 (7-7/8'-10" | (10=12-1/4") [(11-7/8"=7-1/2"
HAMNMIER O.D. (24" (2.9" (3.8 (4.5 (547 (7.1 (8.9" (10.8"
CYLINDER (1.77" 251" (307" (3.46") @27 (5.83" (6.85") (8.50")
BEORFE
LENGTH (26.75") (33" (39.2" (46.1") (543" (36.5" (60.22" (75.96")
WEIGHT (28.7Ib) (441b) (84.61b) (140.41b) (2251b) (417.11b) (719.61b) (1,392.5b)
TOP SUB _
5 N405 | 2-3/8" 2-3/8" 4 3-1/2" 4 3-1/2" 4 12" 4 58" 4 _5/8"
CONNECTION | 30 DIN 40 8" API §" API 1/2" API 1/2" API 1-1/2" API 6-5/8" API 6-5/8" API
AIR CONSUMPTION, CFMQM * /MIN)
100PSI 70 135 200 205
150PSI 135 225 280 290 420 615 710 880
200PSI 205 325 395) 410 360 840 1,010 1.250
250PSI 270 130 510 335 730 1.085 1,330 1,700
300PSI 600 670 8853 1,340 1,670 2.100
350PSI 690 830 930 1.560 1,870




JT SERIES 15" - 40"
MODEL JT320 JT360 JT380 JT415 JT490 JT520 JT610 JT700 JT900
(SIZE) (15" (16™) (17" (18" (22" (24" (26™) (32" (40™)
TA125 15 T4 ; ; AT -
SHANK TYPE ?\11&41“ SD15 $D1% $D18 SD18 NUMA240 IT610 IT700 JTO00
JT 320 NUMAIE0 NUMA180 NUMA240
HOLE DIA. (15"-20") (16"-22" (17"~24") (18"~26") (22'~29") (24"~32") 26'-40" | 31"-47" |a0"~597
HAMNMIER 0.D. (12.6") (14.18" (157 (16.3" (19.3") (205" (24.0") (27.6") (35.4")
CYLINDER BORE (9.45") (11.41" (11.41" (11.81" (13.78") (14.45") (15.95" 2126" | 25357
LENGTH (69.43" (73.22" (72.8" (72.8" (714" (80.3") (79.1") (906" | (36.54"
WEIGHT (1,668Ib) (2,2181b) (3.0931b) (3,5391h) (4.6281b) (5,468 (8,4881b) | (11.177b) | (15.3081b)
HEXAGO | HEXAGO
TOP SUB 8-3/8" API 8-5/8" API | 8-5/8"API | HEXAGON N N
CONNECTION 7.5/8" API §-5/8" AP §-5/8" API REGBOX (HEXAGON | REGBOX | REGBOX 240H 240H 300H
o : 240H) (HEXAGON | (HEXAGON
240H) 240H)
AIR CONSUMPTION, CFM(M * /MIN)
100PSI 800 1.150 1.200
1.250 1320 1.900 2.200
150PSI 1.100 1.700 1.800
1.950 2.800 3.100 3.200 3,640
200PSI 1.650 2.280 2450
2,580 2.730 4,000 1,300 4,600 300
250PSI 2.110 2.850
3 460 6.500 7490
300PSI
350PSI
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